
easy installation. 
superior performance.

Insulation Technology INSTALLATION GUIDE & TECHNICAL DATA SHEET

Available in sizes of 4ft x 8ft and in thicknesses of 2 ½ or 3½ 
inches.

NUDURA Insulation Technology provides R-Value Ratings of 
up to R-14.

Three installation steps in one easy step, reducing labour 
requirements making installation easy for contractors and 
home owners.

Provides increased home comfort.

Saves Energy by eliminating thermal bridging.

NUDURA Insulation Technology is environmentally friendly 
and does not contain any CFCs or HCFCs.

INSTALLATION GUIDE
WALL PREPARATION
Before installation of the NUDURA Insulation 
Technology panels, remove any excess 
concrete debris that may have seeped between 
forming panels during concrete pour of the 
foundation.  Simply chip o� the excess 
concrete with a brick chisel or concrete chisel 
to ensure the panels sit �at on the foundation wall. 

Note: If necessary an air barrier consisting of either TYVEC or TYPAR might be required to 
be placed between the wall and the insulation panel. Check with local building codes to 
determine if this is necessary.

INSTALLATION

1.Install NUDURA Insulation Technology

Starting at the corner of the founda-
tion wall, cut the NUDURA Insulation 
Technology Panel  (A) 2 ½ inch or 3 ½ 
inch depending on the size of panel 
you are using from the shoulder edge 
to allow proper spacing so Panel (B) 
can be positioned properly, Figure 1. 
Removing the shoulder edge from the 
top of the panel may be necessary 
depending on ceiling heights. Refer to 
Figure 5 if ceiling heights vary.    

Panel (B) will have to have the shoulder 
(Figure 2) edge removed to be placed 
against panel (A) leaving a ½ inch gap. 
This installation step will have to be 
done at every inside corner to ensure 
the proper attachment of Drywall can 
be made.  

Each corner will then have to be �lled 
with NUDURA Low Expansion Spray 
foam to create a thermal barrier as 
shown in Figure 3. 

For installation on outside corners 
ensure that you create a solid joint 
by removing the shoulder edge so 
that the panels sit �ush. 

Attach NUDURA Insulation Technology using a mechanical fastener 
such as concrete screws (4” for 2 ½”, 5” for 3 ½ inch) along 
with an EPS friendly adhesive. To make fastening the panels easier, 
place your �rst fastener into 
the middle of the panel on the 
fastening strip to hold it in 
place as shown in Figure 4. 
Fasteners are to be placed 
vertically every 2 feet on the 
fastening strip, on centre. Once 
the Panel is secure, place the 
next panel in place using the 
ship lap system.

NOTE:
For walls less than 8 ft high, it is recommend starting a new row of 
insulation with the piece cut from the previous panel (place the cut 
end facing the up), to minimize waste. Figure 5

Installation around windows
For installation around windows, cut and remove 
the appropriate amount of the panel needed and 
then fasten as outlined above. When installing 
NUDURA Insallation Technology around windows, 
remeber to leave a gap between the cut panel and 
the window frame. 

Once installation is complete, �ll the gap 
between the window and the Insulation 
with NUDURA Low Expansion Spray 
foam to create a thermal barrier around 
the window. Figure 6 
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PHYSICAL 
PROPERTIES
(TYPE I)

ASTM 
TESTING 
METHOD

ULC S701-05
STANDARD

(TYPE I)

Thermal resistance (1” thick) 
hr-ft2 °F/BTU (m2 -°C/W)

Water vapour permeability
Perm. (ng/Pa.s.m2)

Dimensional stability (%)

Flexural strength
lb/in2 (kPa)

Water absorption (%)

Compressive properties
lb/in2 (kPa)

Limiting oxygen index (%)

C-518

E-96

D-2126

C-203

D-2842

D-1621

D-2863

min.: 3.7 
(min.:0.65)

max.: 5.3 
(max.: 300)

max.: 1.5

min.: 25 
(min.: 170

max.: 6.0

min.: 10 
(min.: 70

max.: 24

TECHNICAL DATA

2

Installation for Finishing outside Corners – (Optional)
In some instances it may be necessary to install a piece of aluminum or 
sheet metal on outside corners for corner bead Installation. Consult 
with your local building supply chain for material they carry that is 
pre-folded to 90° that will �t the necessary size requirements needed. 
To install, cut to measure, and install at the same time as Drywall 
Installation, place the material on the outside Corner, then place 
drywall over top and fasten Drywall to the wood fastening strips in the 
NUDURA Insulation Technology Panel. Refer to applying corner bead 
in step 4 for corner bead installation

2. Electrical Installation

To install electrical wiring there are a 
variety of methods that can be used 
(Hot Knife, Router or �ne-bladed 
knife). Note: do not cut through the 
wood fastening strip, electrical is to 
be place behind the fastening strip 
by removing the EPS.  

Install the electrical wiring by �rst cutting 
a channel a minimum of 1 ¼” in. into the 
panel.    

Electrical boxes are easily fastened to the 
wood fastening strip buy using the 
appropriate mechanical fastening 
method. Refer to �gure 7.

For electrical installation please refer to local and national building 
codes for proper installation of all electrical wiring. Electrical wiring 
should always be installed by a licensed electrical contractor. 

3.Installation of Drywall

Install  ½ inch Drywall and 
connect to the wood 
fastening strip using a 1 ¼ 
inch drywall screw. Fasten-
ing strips are placed 16” on 
centre for easy installation. 
For corner installation of 
drywall place (C) before 
placing (D) to ensure that panel (D) holds panel (C) securely in place, 
Refer to �gure 8. 

4. Attachment of Corner Bead

Corner Bead can be secured to the drywall using appropriate glue or 
adhesive, consult manufacturers recommended installation. Place 
adhesive onto Corner Bead and secure to all desired corners. If 
securing using a mechanical faster, the �nishing piece that was 
inserted behind the drywall during installation (Optional)  will provide 
a fastening point for corner bead. 

For all types of corner bead installation, consult with your local 
building supply chain or to the manufacturers suggested installation 
guidelines. 

PRFORMANCE VALUE
NUDURA Insulation Technology 3 ½ in. Panel - R-14
NUDURA Insulation Technology 2 ½ in. Panel - R- 10

Figure 7

C D
Figure 8

For more information on NUDURA Insulation 
Technology visit Nudura.com

Disclaimer Info

NUDURA® has no control over the installation or workmanship used in the assembly or the installation of the Nudura products, 
therefore, NUDURA® shall not be liable for any general, special, direct, indirect or consequential damages, including bodily 
harm that may be su�ered by any person including, without limitation, the installer, contractor, architect, engineer, homeowner 
or customer due to the use, assembly or installation of NUDURA®. Information and suggestions contained in this brochure are 
o�ered for information purposes only and to the best of our knowledge can be considered reliable.   All suggested applications 
must �rst be evaluated with regard to the speci�c circumstances, and in light thereof, may need to be adapted or modi�ed if 
necessary to take account of local conditions and materials used. This brochure cannot in any case be considered an 
Undertaking or Guarantee whether concerning either the information data or suggestions included. Be sure to consult relevant 
building codes to ensure all applicable regulations are observed.  


